vito berfoni CORI
PULL-DOWN SINK MIXER LEAD FREE

SPECIFICATIONS
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SAVEMODE

FREE

AVAILABLE IN

PRODUCT CODE

85950LF CHROME

85951LF BRUSHED NICKEL

85952LF BRASS D

85953LF COPPER ()

85954LF GRAPHITE ®

DETAIL

CARTRIDGE 25mm CERAMIC DISC

TEMPERATURE MAX 75°C

PRESSURE MAX 500 KPA

WELS RATING 5STAR6L/M

CONNECTION 1/2" BSP FEMALE

MATERIAL LOW LEAD DR BRASS
LEAD FREE COMPLIANT

INSTALLATION

e Multi-Install ™ with lever installation on the left, right or central
position

CLEANING

e Regularly clean with mild soapy water using a microfibre cloth

e Do notuse harsh detergents, bleach, cream cleaners or citrus based
cleaners as they are abrasive

e Use of unsuitable cleaning agents will damage the surface and is
not covered by warranty

e Werecommend cleaning every week

To view the full warranty, please visit www.aldertapware/contact

While we aim to ensure the specification is correct at the time of publication, Alder reserves the right to make modifications without
a ld e rta pwa re.com.au prior notice. Physical colour may vary from the image shown. Always use the physical product measurements for mark-ups and
roughing-in as the technical drawing may differ from actual product received. All measurements are in millimetres.
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